
8 VOICE VIRTUAL-ANALOG SYNTHESISER

TOP PANEL HACKS (OS V1.3)
ELEMENT One offers some front panel button functions that can really spark your creativity when 
you’re using the synth.

OCTAVE - and + buttons
Pressing both buttons together will reset the Octave Shift to the loaded patch’s value This is 
helpful when you soloing over multiple octaves by using OCTAVE - and +.

LFO SELECT and OSCILLATOR SELECT buttons
Pressing both buttons at the same time turns on Sustain Mode. You can hold a chord, enable 
Sustain, and then add notes to the sustained chord. This feature functions similarly to a sustain 
pedal. Holding down both buttons for over one second will switch on Sustain Latch Mode. 
Any sustained note or chord will stop sounding as soon as you play a new note or chord. These 
functions are particularly handy when using the arpeggiator, as they let the arp continue playing 
even if you stop pressing the keys. 
The OCTAVE - and + LEDs show if you are in SUSTAIN Mode (slow blink), Sustain Latch Mode 
(fast blink), or off.

SAVE button
Hold down the SAVE button to quickly save your current patch to its existing memory location.

CAT button
Holding the CAT button will bring up the Category Assign Menu. You can then select the 
desired category slot using the PAGE knob and choose the category tag using the VALUE knob 
or the VALUE -/- buttons for the currently selected patch.

BANK button
Press and hold this button to enter the Bank Utility Mode. In this mode, you can create a new 
bank, rename an existing one, or delete a bank.

ENV / CTRL SELECT button
Hold this button for more than one second to open the Assign Encoder Page. Here, you can 
assign a function to each of the four free assignable encoders. Use the PAGE knob to choose the 
encoder and the VALUE knob or VALUE -/- buttons to select the function.

ENV / CTRL SELECT and ARP ON/OFF buttons
Press and hold the ENV / CTRL SELECT button and tap the ARP ON/OFF button repeatedly to set 
the desired tempo for the arpeggiator. Note that Tap Tempo works only when ELEMENT One is 
using its internal clock.

ARP ON/OFF encoder and TEMPO encoder
To set the time division of the arpeggiator, hold the ARP ON/OFF button and turn the TEMPO 
encoder. This allows you to customize the timing perfectly to your needs.


